
 

 

Epilux 78 
  
DESCRIPTION: A two pack high build high performance epoxy primer containing zinc-phosphate anti-corrosive 

pigments. 
Achieves high film build in one single application. 
High build anti-corrosive primer with good abrasion resistance.  Chromate free. 

 
 
SCOPE: Anti-corrosive blast primer for tank exteriors, structural steelwork etc.   

Anti-corrosive build coat for particularly aggressive environments. 
Relative humidity should not exceed 85% and substrate temperature should not be more than 3°C 
above Dew Point. 

  
 
COLOUR: Red Oxide 
 
 
DRYING TIME: 

Surface 
Temperature Hard Dry 

Overcoating Interval 
Pot Life 

Minimum Maximum 

15°C 8 hours 12 hours Indefinite 16 hours 

25°C 4 hours 6 hours Indefinite 8 hours 

35°C 2 hours 3 hours Indefinite 4 hours 
 

 
 
SPECIFIC GRAVITY: 1.34 
 
 
% VOLUME SOLIDS: 57 
 
 
THINNER / CLEAN UP:  Thinner for Epilux 
 
 
FLASH POINT: 34°C 
 
 
PACK SIZE: 20L 
 
 
APPLICATION: Airless Spray  

Tip Size: 0.38-0.48mm (0.015-0.019 in) 
Pressure: 125-160 kg/cm² (1800-2300 psi) 
Brush or Roller 
May be used for difficult shapes or touch-up; however additional coats may be required to achieve the 
recommended film thickness. 

PROTECTIVE COATINGS 



 
 
 
 
 
 
SURFACE PREPARATION: 
 

Abrasive blast clean to minimum standard of Sa 2½ Swedish Standard SIS 05 59 00 or ISO 8501-
1:1988 
Any surface defects revealed by blast cleaning should be ground, filled or treated in a suitable manner.  
An average surface profile of 50 microns is acceptable but this average should exceed 75 microns. 

 
 
STORAGE: Store in cool, dry condition away from direct sunlight. 
 
 
DISPOSAL: Dispose as normal paint.  In case of doubt, consult local authority. 

Do not empty into drains, sewers or other watercourses. 
 
 
SHELF LIFE: 1 Year, when stored in original conditions. 
 
 
SAFETY PRECAUTIONS Ensure adequate ventilation in confined areas where the product is being applied. 

Avoid contact with skin and eyes.  Wear suitable protective equipments such as overalls, goggles, dust 
mask and gloves.  Use barrier cream for hands. 

 
 
FIRST AID EYES  In the event of accidental splashes, flush eyes with warm water immediately and 

 obtain medical advice. 
SKIN  Wash skin thoroughly with soap and water or approved industrial cleaner.   
  DO NOT USE solvent or thinners. 
INGESTION In case of accidental ingestion, DO NOT INDUCE VOMITING.   
                                Obtain immediate medical attention. 

 
 
 
 
 
 
 
 
 
DISCLAIMER: 
The information provided on this data sheet is not intended to be complete and is provided as general advice only.  It is the responsibility of the user to ensure that the 
product is suitable for the purpose for which he wishes to use it.  As we have no control over the treatment of the product, the standard of surface preparation of the 
substrate, or other factors affecting the use of this product, we are not responsible for its performance nor would we accept any liability whatsoever or howsoever arising from 
the use of this product unless specifically agreed to in writing by us.  The information contained in this data sheet may be modified by us from time to time, and without notice, 
in the light of our experience and continuous product development. 

 

 

Manufactured by BERGER PAINTS (MALTA) LTD. 
HF66, INDUSTRIAL ESTATE, HAL FAR BBG 06  

MALTA - EUROPE 
TEL: +356 2165 8855 / +356 2165 2996 

FAX: +356 2165 9409 
EMAIL: info@berger.com.mt 

WEBSITE: www.berger.com.mt 


